
ADVANTAGES
► Innovative machinery of a new generation
► Riffing mechanism is mounted on a unique 
metal frame to guarantee quality construction 
and a longer life for the device
► Reduced noise level
► Works with all kinds of currencies
► Selectable sensitivity level of each 
detection (low, medium, high)
► Warning beep and error code when a 
suspicious note a detected 
► Multiple displays provide all needed 
information
► Integrated carrying handle
► Remote display allowing to organize the 
workplace to be as convenient as possible
► Manuel en 4 langues

FUNCTIONS
► Simple counte mode of medium volums
► Add and Batch function 

APPLICATIONS
The PRO 57 series offers moderately 
priced and reliable choices for companies 
with a medium range of cash turnover

Banknote Counter

PRO 57
Quiet and Compact
Ease of use
Protection Against Dust and Moisture
Equipped with a remote display (supplied as a present)

SPECIFICATIONS

Optical Density Detection

Dimensions of Banknotes, mm

Counting Speed, banknotes/minute

Input / Output Capacity, banknotes

Digit Display Capacity

Batch Packaging Capacity, banknotes

Power Supply, V/Hz / Consommation, W

Dimensions, mm / Weight net, kg

55 x 100 to 80 x 180

800/1200/1500

150 / 200

0-9999

Selectable 10, 20, 25, 50, 100 or Variable from 1 till 999

220/50 / 50

250 x 290 x 170 / 6

PRO 57

Yes
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